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Press Release – 1/2002_e

TRACE32-PowerProbe and FIRE now support CAN protocol 

Hofolding, January 2002 – With immediate effect, the new TRACE32-PowerProbe analyzer and the TRACE32-FIRE emulator port analyzer from LAUTERBACH, the microprocessor development systems producer, now support the CAN bus protocol.  This means that developers no longer need an additional device for analyzing the protocol.
The TRACE32-FIRE emulator port analyzer which has been available for a long time and the newly presented PowerProbe analyzer from the TRACE32-PowerTools range have been updated so that they now support the CAN-Bus 2.0 protocol. One channel of the analyzer is connected to the Receive line of the CAN bus for this. This also makes it possible to investigate several CAN busses simultaneously and to display all activities occurring on them. With 64 channels and a storage depth of 128k or 256 k samples in the case of the port analyzer, and similarly 64 channels with a storage depth of 128k samples for the PowerProbe there is a sufficiently large time window available for making analyses. Any baud rate from 0 to 1Mbit/s can be selected. The CAN data is shown time-correlated with the program trace data. The “Normal” and “AllMessages” selection function makes it possible to display only the most important information. Customers who already use the port analyzer will receive this software update free of charge.

[image: image1.jpg]=lolx|

Bsen [ 3 6o

H1Find — —

record jprotocol [ti.back [trigger | |
F@@agnad5| 7 Interirawe Space 56.000us —24.0265 &
(-BAAAAA44 [k 0 Joox Start of Frame o 14,7985  -9.2285 o)
(B0AAA43 | 7DA Ident. 11 bit 7.900us  -9.2285 3]
(B0ARAA42 | 1 KIR -> Rewote Frawe  96.800us 92275 =
800941 | @ IDE -> Standard CaN 8.100us  -9.2275
-B0AAA4B | O DLC -> 0 data hytes  16.@00us  9.2275
(89008033 | 1097 CRC-Code + Delimiter  48.80Bus -9.2275
(8003B | 1 acknowledged Frame  128.50Bus  -9.2275
(B00AAA37 | 7F End of Frame 15.916us  -9.227s
[B0AAA36 | 7 Interframe Space 56.000us  —9.2275
(BAAAAATS [k @ Joox Start of Frame o 24 10Bus  -9.2275
(B0AAAA34 | 498 Ident. 11 bit 7.900us  -9.2275
(B0AAA33 | 0 KIR -> Data Frame 88.100us  -9.2275
890932 | @ IDE -> Standard caN 8.000us  -9.2275
[BEARA3L | 4 DLC -> 4 data hytes  16.@00us  9.2275
B0AAAA38 | 80 1.Data hyte 31.900us  -9.2275
[B0AAAAZ9 | @A 2.Data hyte 72.09us  -9.2275
[B0AAAAZ28 | 11 3.Data hyte 72.000us  -9.2275
(B9ARAAZ7 | S5 4.Data hyte 64.000us  —9.2275
(89008026 | 7078 CRC-Code + Delimiter  63.998us -9.2275
[BEARAAZS | 1 acknowledged Frame  144.6BBus  -9.2275
(B00AAAZ3 | 7F End of Frame 15.916us  -9.227s
(80923 | 7 Interframe Space 56.000us  -9.2275
(BAAAAAZZ [k @ oex Start of Frame ok 6.5435  -2.684s
-op0BB021 Tdent. 11 hit 7.900us  —2.684:

s (&
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Fig. 1: Normal mode (standard) with an error message
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